
仕様情報： CSMメンブレン





RE4021-BLF
超低水圧に対応

Permeate flow rate: 1,050 GPD (4.0 m3/day) · Max. Pressure Drop / Element 15 psi (0.1 MPa)
 Stabilized salt rejection: 99.2% · Max. Pressure Drop / 240” Vessel 60 psi (0.41 Mpa)
Effective membrane area: 35 ft2 (3.3 m2) · Max. Operating Pressure 600 psi (4.14 MPa)

· Max. Feed Flow Rate 13 gpm (2.95 m3/hr)
· Min. Concentrate Flow Rate 3 gpm (0.68 m3/hr)
· Max. Operating Temperature 113 oF (45 oC)
· Operating pH Range 2.0–11.0
· CIP pH Range 1.0–13.0
· Max. Turbidity 1.0 NTU
· Max. SDI (15 min) 5.0
· Max. Chlorine Concentration < 0.1 mg/L

RE4040-BLN
低水圧、塩分を含んだ源水に対応

Permeate flow rate: 2,600 GPD (9.8 m3/day) 
 Nominal salt rejection: 99.2% · Max. Pressure Drop / Element 15 psi (0.1 MPa)
Effective membrane area: 85 ft2 (7.9 m2) · Max. Pressure Drop / 240” Vessel 60 psi (0.41 Mpa)

· Max. Operating Pressure 600 psi (4.14 MPa)
· Max. Feed Flow Rate 18 gpm (4.09 m3/hr)
· Min. Concentrate Flow Rate 4 gpm (0.91 m3/hr)
· Max. Operating Temperature 113 oF (45 oC)
· Operating pH Range 2.0–11.0
· CIP pH Range 1.0–13.0
· Max. Turbidity 1.0 NTU
· Max. SDI (15 min) 5.0
· Max. Chlorine Concentration < 0.1 mg/L

RE4040-BLF
超低水圧に対応

Permeate flow rate: 2,500 GPD (9.5 m3/day) · Max. Pressure Drop / Element 15 psi (0.1 MPa)
 Nominal salt rejection: 99.2% · Max. Pressure Drop / 240” Vessel 60 psi (0.41 Mpa)
Effective membrane area: 85 ft2 (7.9 m2) · Max. Operating Pressure 600 psi (4.14 MPa)

· Max. Feed Flow Rate 18 gpm (4.09 m3/hr)
· Min. Concentrate Flow Rate 4 gpm (0.91 m3/hr)
· Max. Operating Temperature 113 oF (45 oC)
· Operating pH Range 2.0–11.0
· CIP pH Range 1.0–13.0
· Max. Turbidity 1.0 NTU
· Max. SDI (15 min) 5.0
· Max. Chlorine Concentration < 0.1 mg/L


